MY23 MAVERICK TRAILDPS 700/1000 T

CARACTERISTICI

« Diferential fata deschis cu sistem BTC
* Dynamic Power Steering (DPS™)

* Sistem franare ABS

+ Jante 12 in. (30.5 cm) aluminiu

- Oxford Blue

MOTOARE 750 1000 DIMENSIUNI / CAPACITATI 750 1000
Tip 39 kW (52 hp) / | 56 kW (75 hp), motor Greutate 1,271 1b (576.5 kg) 11,364 |b (618.7 kg)
41 Ib-ft, motor Rotax®, . ) Sasiu Rolle cage
SR [ ot racics Certificat ROPS
cc, 1 cilindru, |cu lichid, cu convertor :
racire cu lichid, catalitic LxIxH 118 x 62.8 x 69 in.
cu convertor catalitic (300.5 x 159.6 x 175.3 cm)
Ampatament 90.6 in. (230.1 cm)
] Garda la sol 10 in. (25.4 cm)
Alimentare lnte_}lli_ger!t Throttle Control (iTC™) Capacitate bena spate 300 Ib (136 kg)
T — " : " :_u Ig?;rhe Ll ——y— Capacitate tractare 1,500 Ib (682 kg)
ransmisie cutie automata ip : ip ! ” ,
protectie electronica cu flux ridicat de aer, Capadiz stocars Totak: 5.3 gal (20.2 L)
a curelei de transmisie, | protectie electronica Rezervor combustibil 10gal (38 L)
trepte L/H/N/R/P |a curelei de transmisie,
trepte Extra-L/ H/IN/R/P DOTARI
Ceas digital Display digital diagonala 7.6 in. (19.3 cm)
- = - cu tastatura
Trenul de rulare Selectabil 2WD / 4WD cu dif. fata deschis, Alte dotari Priza tip bricheta in consola (10-A)
cu sistemBTC : - — - —
Asistenta la conducere Sistem electronic asistenta coborare in panta, Romite (S[ljsltzegl SD Jggagzjgsusntt::texcs?g!ﬁcat B
moduri SPORT / ECO™ s P
Servodirectie Dynamic Power Steering (DFS) Magnamou 8o0-W
Sistem iluminare 2 faruri (110 W) cu poazitii tip LED
SUSPENSII -
Suspensie fata Brat dublu in forma literei A cu bara stabilizatoare / oMY Nf" e
Cursa 10 in. (25.4 cm) Volan Ajustabil )
Amortizoare fata Gaz Protectie Bara fata integrata din otel, scuturi de protectie,
Suspensie spate TTA cu bara stabilizatoare / Cursa 10.5 in. (26.7 cm) — - a?aratorl L norcu‘ -
Amortizoare spate Gaz Tip de carlig Bila remorcare 2-in., carlig remorcare spate
Caracteristicicat. T Claxon, lumini de pozitie si semnalizatoare,
oglinzi retrovizoare, suport placuta inregistrare,
ANVELOPE /| JANTE senzor defectie prezenta in scaun sofer, Y
Anvelope fata & spate Carlisle ACT 26 x 8/ 9 x 12 in. (66 x 20.3 / 22.9 S6/20% VBl acazut SeiNd 0w frana, prze remroa 7 plK12Y)
% °30.5 cm)
Jante 12 in. (30.5 cm) aluminiu
FRANE
Frane fata & spate Doua discuri ventilate de 220 mm,

cu etriere hidraulice cu doua pistoane,
sistem BTC (ABS + HHC + HDC)
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